






Peristaltic pump-
based systems with �exible tubing
have been broadly used in many
industries for metering out large
volumes of �uid. However, their
applications in cell culture have been
limited by the complications of
maintaining and changing the sterile

tubing. These concerns are
eliminated by the Peripette ( Peri staltic
Pi pette), a sterile and easy-to-change
consumable. Manufactured from USP
Class VI components, the Peripette is
gamma-radiation sterilized, non-
pyrogenic and completely compatible
with standard cell culture reagents

and methods, including the transfer of
suspended cells. The Peripettes are
individually packaged in easy-to-open
pouches and can be purchased by
the shelf pack (qty 50) or by the case
(qty 600). One size works for all
dispense volumes.

Materials meet USP Class VI  
Gamma-radiation sterilized
Non-pyrogenic
Compatible with dispensing cells
Packaged in easy-to-open pouches
Loads quickly into Pipeline
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Dispense Speeds

Programmable volumes
0.1 mL—99.9 mL
100 mL—9999 mL

Memory

Remote Control

Precision
1 mL Dispense
≥2 mL Dispense

Accuracy—Typical

Source Bottle
Max base diameter
Max height

Power

Fuses (2)

Dimensions (H x W x D)

Weight

4, 6, and 8 mL/s approx.

0.1 mL increments
1.0 mL increments

8 user presets

RS-232 Serial 
Foot Switch

CV < 2.5%*
CV < 2.0%*

± (2.0% + 0.12 mL)

4.75” (120mm)
10.5” (266mm)

90–250 VAC
50–60 Hz
1.5 Amp @ 120V max

5 x 20 mm
1.6 Amp 250V time-delay

14” x 11.25” x 8.5”
(355 x 285 x 216 mm)

24.5 lbs (9.15 Kg)

* Each Peripette should be used to dispense no more than 6 liters of �uid.

Ordering Information

Left-Side Con�guration Catalog # 4354

Shelf pack (qty 50) Catalog # 4351
Case (qty 600) Catalog # 4352 


